UCP200 Series

Bearing  Shaft

select Inquiry Unit Dia(d) DimensionsJmm(] Bolt Dimensions Be;f)mg Ho;(s)mg Weight(kg)
No. in mm h a e b s2 sl g w Bi n mm in ' '
UCP201 12 30.2 | 127 | 96 |38 |19 | 13 15| 62 | 31 | 127 | M10  3/8 | UCP201 | P201 | 0.61

UCP201-8 1/2 12 302127 1 96 38 1913 15| 62 | 31 |12.7  MI10 | 3/8 UCP201-8 | P201 | 0.61
UCP202 15 30.2 | 127 | 96 (38|19 13|15 62 | 31 | 12.7 | M10 | 3/8 | UCP202 | P202 | 0.59
UCP202-10 | 5/8 15 302 127 1 96 |38 19 13 | 15| 62 | 31 | 12.7  M10 | 3/8 | UCP202-10 | P202 | 0.59
UCP203 17 30.2 | 127 | 96 38|19 13|15 62 | 31 | 12.7 | M10 | 3/8 | UCP203 | P203 | 0.58
UCP203-11 | 11/16 17 302 127 96 |38 19 13 15| 62 | 31 | 12.7  M10 | 3/8 | UCP203-11 | P203 | 0.58
UCP204 20 333|127 96 38|19 13|15 65 | 31 |12.7 | M10 | 3/8| UCP204 | P204 | 0.61
UCP204-12 | 3/4 20 333127 96 38 1913 15| 65 | 31 |12.7 | MI10 | 3/8  UCP204-12 | P204 | 0.61
UCP205 25 36.5 | 140 | 105 38 |19 | 13 |16 70 |34.1 143 | M10 | 3/8 | UCP205 | P205 | 0.69
UCP205-14 | 7/8 25 36.5 140 105 38 | 19 | 13 |16 | 70 | 34.1 | 14.3 A M10 | 3/8 | UCP205-14 | P205 | 0.69
UCP205-15 | 15/16 25 36.5 | 140 | 105 38 | 19 | 13 |16 | 70 | 34.1 | 14.3 | M10 | 3/8 | UCP205-15 | P205 | 0.69
UCP205-16 1 25 36.5 140 105 38 | 19 | 13 |16 | 70 | 34.1 143 A M10 | 3/8 | UCP205-16 | P205 | 0.69
UCP206 30 429165 121 48 21 17 18| 83 | 38.1 | 159 MI14 1/2 UCP206 | P206  1.13

UCP206-18 | 11/8 30 429 | 165 | 121 | 48 | 21 |17 |18 83 | 38.1 | 159 | M14 | 1/2 | UCP206-18 H P206 | 1.13

UCP206-19 3/16 30 429165 121 ' 48 21 17 18| 83 | 38.1 | 159  M14 1/2  UCP206-19 | P206 @ 1.13

UCP206-20 | 11/4 30 429165 121 ' 48 21 17 18| 83 | 38.1 | 159  M14 1/2  UCP206-20 | P206 @ 1.13

UCP207 35 | 47.6| 167 126 48 21 17|19 92 429 ']° M4 |12 UCP207 | P207 134
UCP20720 | 114 | 35 | 47.6 167 126 48 21 17 19| 92 | 429 'J° Mi4 12 UCP20720 P207 | 134
UCP207-21 5/116 35 | 47.6| 167 126 48 21 17|19 92 429 ' M4 172 UCP207:21 | P207 | 134
UCP20722 | 13/8 | 35 | 47.6 167 126 48 21 17 19| 92 429 'J° Mi4 12 UCP207-22 P207 | 134
UCP207-23 7/116 35 476 167 126 48 21 17 19| 92 | 42.9 157' M14 | 1/2 | UCP207-23 P207 | 1.34
UCP208 40 492 184 136 54 21 17 19 98 |49.2 19 |MI14 1/2 UCP208 | P208 | 1.8

UCP208-24 | 11/2 40 49.2 1184 136 | 54 |21 |17 /19| 98 | 49.2 | 19 | M14 | 1/2 | UCP208-24 | P208 1.8

UCP208-25 916 40 49.2 1184 136 | 54 |21 |17 /19| 98 | 49.2 | 19 | M14 | 1/2 | UCP208-25 | P208 1.8

UCP209 45 54 | 190 | 146 | 54 | 21 | 17 | 20 106 | 49.2 19 | M14 | 1/2 | UCP209 | P209  1.96

UCP209-26 | 15/8 45 54 | 190 | 146 | 54 | 21 | 17 | 20 | 106 | 49.2 = 19 | M14 | 1/2 | UCP209-26 | P209 | 1.96

UCP209-27 11/16 45 54 | 190 | 146 | 54 | 21 | 17 | 20 | 106 | 49.2 = 19 | M14 | 1/2 | UCP209-27 | P209 | 1.96

UCP209-28 | 13/4 45 54 | 190 | 146 | 54 | 21 | 17 | 20 | 106 | 49.2 19 | M14 | 1/2 | UCP209-28 | P209 | 1.96
UCP210 50 57.2 1206 | 159 | 60 | 25 | 20 | 22 | 112 | 51.6 | 19 | M16 | 5/8 | UCP210 | P210 | 2.49

UCP210-30 | 17/8 50 57.2 | 206 | 159 | 60 | 25 | 20 | 22 | 112 | 51.6 | 19 | M16 | 5/8 | UCP210-30 | P210 | 2.49
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